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Zido® Shelves and Bin
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Product Part#

Zido Additional Shelf, Lg
Zido Equipment Shelf, Med
Zido Equipment Shelf, Lg
Zido Metal Bin

ZADLxx
ZESMxx
ZESLxx
ZMBxx

User's Guide
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Shelves and Metal Bin Quantity

01 Metal Bin 1

02 Additional Shelf  1

03 Equipment Shelf 1
 Medium
04 Large

04 Inner Shelf Bracket 1

05 Outer Shelf Bracket 1

06 Nylok Nuts 8

07 3/4" Wood Screws (for Wood Shelves) 4

08 1/2" Button-head Screw 4

09 Self-threading Screw 3

10 1/8" Hex Key (not shown) 1

11 Zido Strap and Buckle Kit f/Equ Shelf 1
 (not shown)

PA R T S  L I S T
Before beginning assembly of your Zido Shelf or Bin, 
please review the parts list to verify that your shipment is 
complete.

The 3-way wrench and 1/8" hex key are provided for 
assembly of your Equipment Shelf and Metal Bin.  The 
5/32" hex driver (provided with your Zido cart) is required 
for this assembly.   

A S S E M B LY  S E Q U E N C E
Plan out the assembly sequence to make 
your installation easier.

1.  Pre-drill the top for accessories (Side Bin, Gel Cup/ 
 Probe Holder, Extension Tube).

2.  Assemble the cart.

3.  Base Storage Shelf.

4.  Drawer, Handle.

5.  Additional Shelves, Equipment Shelves, Metal Bin.

6.  Cable Bin, Glove Box Holder.

7.  Side Bin, Gel Cup & Probe Holder, Extension Tube.

8.  Pole-mount (8in) Handle, Flat Panel Mount.
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1/2” Flat-head Screw

Nylock Nuts

3/4" Button Hd PB Screw 

Self-threading Screw 

CO N G R AT U L AT I O N S !   YO U R  S H E L F  A N D  B I N  A S S E M B LY  I S  CO M P L E T E !

S T E P  1
Install the Outer Shelf Bracket

Select the location for your shelf or bin.  Align the outer shelf bracket so that the 
top of the bracket is just below the chosen shelf height.

Loosely attach the bracket to the Zido tube using three 4mm hexagonal drive 
self-threading screws.  

Note: These fasteners are creating the threads in the tube, so the fi rst few turns will 
require some force.  

S T E P  3
Install the Equipment Shelf or Metal Bin

 Place the Shelf or Bin onto the bracket so that the pins seat into the holes on 
the bracket.

 Secure the Shelf or Bin to the bracket using four nuts.  Tighten the three self-
threading screws into the bracket. Tighten the inner bracket screws and nuts.

If you have an Equipment Shelf, install the Strap and Buckle Kit.  

Use the provided 1/8" Hex Key and your own 3/8" socket, nut driver, or wrench 
to tighten the fasteners.

S T E P  4
Install the Additional Shelf

 Place the Shelf onto the bracket so that the holes on the bottom of the shelf 
align with the holes on the bracket.

 Secure the shelf to the bracket using four 3/4” wood screws. Tighten the three 
self-threading screws into the bracket.  Tighten the inner bracket screws and 
nuts.

Use the provided 1/8" Hex Key and your own 3/8" socket, nut driver, or wrench 
to tighten the fasteners.

S T E P  2
Install the Inner Shelf Bracket

 Align the inner shelf bracket with the outer shelf bracket so the pair of holes 
on each end of the inner shelf bracket align with the pair of holes on the outer 
shelf bracket.  

 Feed one 1/2" Button-head Screw through the inner bracket and through the 
outer bracket and loosely capture with a Nylock Nut.  Repeat for the remaining 
three screws and nuts.    

If you have an Additional Shelf, skip ahead to step 4.  If you have an Equipment 
Shelf or Metal Bin, go to step 3.
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