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LX Dual Stacking Arm, Tall Pole

Dimensional Illustrations

7 - 22 lbs (3.2 - 10 kg) per monitor
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Max Monitor Width*:

15.75" (400 mm)

24.41" (620 mm)

2x

2x

2x

21" (530 mm)

40" (1020 mm)

Max Monitor height*:

Range of Motion

2 Monitor Confi gurations:

Weight Capacity

Monitor depth greater than 3.5" (89 mm) may diminish capacity. Call Ergotron for more information.

*Max monitor width and height assume all monitors are the same size, set in the same orientation, and the arms are positioned at maximum distance apart. Repositioning the arms 
may decrease max monitor width and height. Using monitors that diff er in size or setting at diff erent orientations may increase the max monitor width and height.

Monitors of diff erent size or orientation



© 2017 Ergotron, Inc.   rev. 01/03/2024  DIM-LXdualstacktall  Content is subject to change without notification

LX Dual Stacking Arm, Tall Pole

Dimensional Illustrations

12.2”
(309mm)

5.5”
(140mm)

.6”
(15mm)

.8”
(20mm) 2.6”

(66mm)

20.7”
(525mm)

17.6”
(448mm) 22.8”

(580mm)
41.4”

(1051mm)

Dimensions

25.6”
(650 mm)

14.2”
(360 mm)6.9”

(175 mm)

4.0” (100 mm)

3.0”(75 mm)

3.0”(75 mm)

4.0” (100 mm)

3.9”(98 mm)

22.8”
(580 mm)

3.9”
(100 mm)

3.2”-5.2”
(81-131 mm)

4.8”
(122 mm)

3.1” (78 mm)

3.6” (91 mm)

3.9”
(100 mm)

1.6”
(40 mm)

9.1”
(231 mm)

13”
(330 mm)

< 2.4” (60 mm)

3.4”
(86 mm)

8.5”-11.5”
(215-293 mm)

7.5”
(190 mm)

1.38”
(35 mm)

2”-21”
(51-533 mm)



© 2017 Ergotron, Inc.   rev. 01/03/2024  DIM-LXdualstacktall  Content is subject to change without notification

LX Dual Stacking Arm, Tall Pole

Dimensional Illustrations

< .63" (16 mm)

.5" - 1.63" (11 - 41 mm)

1.42" - 2.6" (36 - 66 mm)

Desk Clamp

0.31" - 2"
(8 - 50mm)

< 3"
(76mm)

Grommet Mount

Dimensions
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LX Dual Stacking Arm, Tall Pole

Dimensional Illustrations

20°

Max Monitor Width*:

13.7" (348 mm)

9.25" (235 mm)

15.75" (400 mm)

24.41" (620 mm)

4x

4x3x2x

2x

4x Curved: Max monitor width = 12.20" (310 mm)

3x

2x

13.15" (334 mm)21" (530 mm)
20.7" (525 mm)

40" (1020 mm)

Max Monitor height*:

20°

3x Curved: Max monitor width = 17" (430 mm)

7 - 14.6 lbs (3.2 - 6.6 kg) per monitor

7 - 11 lbs (3.2 - 5 kg) per monitor

3 Monitor Confi gurations (LX Arm, Extension and Collar Kit required to add a 3rd monitor arm to the LX Dual Stacking Arm, Tall Pole):

4 Monitor Confi gurations (Two LX Arm, Extension and Collar Kits required to add a 3rd and 4th monitor arm to the LX Dual Stacking Arm, Tall Pole):

*Max monitor width and height assume all monitors are the same size, set in the same orientation, and the arms are positioned at maximum distance apart. Repositioning the arms 
may decrease max monitor width and height. Using monitors that diff er in size or setting at diff erent orientations may increase the max monitor width and height.

Monitors of diff erent size or orientationRepositioning arms

Weight Capacity

Weight Capacity

Monitor depth greater than 3.5" (89 mm) may diminish capacity. Call Ergotron for more information.

Monitor depth greater than 3.5" (89 mm) may diminish capacity. Call Ergotron for more information.


