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Dimensions

26.5" - 31.5"
(673-801 mm)

14" 
(355 mm)

8.5" - 13.5"
(216-343 mm)

4" 
(102 mm)

WorkFit-S
Dual Monitor 

Dimensional Illustrations
™
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Dimensions

Desk Thickness

Flip clamp for thicker desks:

< 49"
(1244 mm)

< 49"
(1244 mm)

24.5" (620 mm)
maximum

This range accommodates most displays with screens up to 24" as well 
as some displays with screens as large as 26". 

Actual allowable width of displays will vary slightly depending on 
display thickness. 

Note that older versions of this product used a narrower crossbar, which 
accommodated monitors with screens of up to 22"

24.5" (620 mm)
maximum

4"
(102 mm)

Lowest Position Highest Position

29.4"
(747 mm)

3.5" (89 mm)

35"
(889 mm)

16.5"
(419 mm)

28.8"
(732 mm)12.5"

(319 mm)

< 24.4"
(620 mm)

14"
(357 mm)

7.9"
(201 mm)

7.5"
(191 mm)

16.3"
(415 mm)

13.6"
(345 mm)

9.3"
(237 mm)

6.4"-11.4"
(163-290 mm)

3.5˚ or 8.5˚

3.5"
(89 mm)

3.25"
(83 mm)

15.3"
(389) mm)

8.5"- 13.5"
(216-345 mm)

12.5"- 17.5"
(317-446 mm)

14" (355 mm)

WorkFit-S
Dual Monitor 

Dimensional Illustrations
™

< 1.75" (45 mm)

2" - 2.38" (51-61 mm)
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Weight Capacity

Range of Motion

7.5˚

18"
(45.7 cm)

5"
(127 mm)

Portrait/Landscape rotation stop screw 
can be installed for 0˚ rotation.

6 - 14 lbs
(2.72-6.35 kg)

6 - 14 lbs
(2.72-6.35 kg)

< 3 lbs
(1.4 kg)

A

B

C

A+B+C  < 31 lbs (14 kg)

A+B  < 28 lbs (12.7 kg)
A=B  + 1 lb (0.45 kg)

90˚

WorkFit-S
Dual Monitor 

Dimensional Illustrations
™


